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Telephone Dictation and Transcription System

Voice over IP




Orator VoIP Installation Guide
Overview

This guide is intended to walk a user through tteeg@ss of installing and con-
figuring software drivers, Dialogic Host Media Pessing (HMP) software,
and Orator dictation software. Below is outlinbd basic steps that will be
taken during the process. Please read and redelvstep carefully before
proceeding to the next step.

Stage I: Building the Dictation System

Re-verify Computer Specifications
Check to see that your computer meets specificati@eessary
to install HMP software (check processor, memonyl hard
drive space).
Make sure that you have a broadband Internet coioneavail-
able. You will need cable modem or DSL service.

Install Dialogic HMP software

Configure Dialogic HMP

Install Bytescribe Orator Dictation Software

Configure Orator Dictation Software
Add Users to System.
Check configuration settings.
Record test files.

Stage Il: Exporting Files from the Orator Dictation Computer
Determine the Network Topology
Install the Bytescribe Export Utility
Configure the Bytescribe Export Utility

Stage lll: Managing Files over the Internet

Install DocShuttle Administrator Software
Configure DocShuttle Administrator Software
Upload Voice Files to FTP site



STAGE I: Building the Dictation System
A. VERIFY COMPUTER SPECIFICATIONS

Before proceeding with the installation of the @ratarter kit, verify that your
computer has the following specifications:

Windows XP or Windows 2003 Server

Pentium 4 2.4Ghz Processor or higher

1GB System Memory or greater

At least 10 GB of free system hard drive space4@B of free
DATA hard drive space on the drive which you w# imstalling
the software

Sound card if it is necessary to review voice fidegore sending
them to a transcriptionist

Network card if files will be exported to the Intet

We recommend that you have the following:

Power surge protection
Uninterruptible power supply (UPS)
A separate computer for exporting files to the fimét

Recommendations for IT Professionals:

We recommend building the Dictation system on camptinat
has mirrored hard drives using Raid-1 mirroring.

We recommend that Orator software is installed sagarate
partition on the hard drive different from the ogtérg system
and drivers. That way if O/S partition becomegpted or in-
fected with a virus, that partition could be rebuiithout affect-
ing the Orator “data” partition.

We recommend building on computer systems with SIEi8es
because of the longer life of SCSI drives.

We recommend creating a mirror image of the hargedrsing a
program like Norton Ghost so that the hard driveldde backed
up in case of hard drive failure.



B.

Step 1. Insert the Orator Voice-
over-IP Dictation Software CD into
the CD drive. Follow the prompts
as outlined in this Quick Start
Guide. Click “Step 1: Install Dia-
logic HMP Drivers”.

Step 2. Once the Welcome to Setup
window appears, click the Next but-
ton.

Step 3. On the Destination Loca-
tion window, verify the Destination
Directory. It is okay to leave the
default setting here. Click the Next
button to proceed.

Step 4. Click on the empty box
next to Core Runtime Package and
License Package to install HMP.
Then click the Next button.

INSTALL INTEL HOST MEDIA PROCESSING SOFTWARE

Orator Dictation Installation

SCIID

DO R R I
Dictation & Transcription Solutions

Orator VoIP Dictation Softw>re
Version 4

fi Siep 1" install Disiogic HWE Divvers '|

Step 2 Install Orator Dictation 5 oftware. ‘
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Dialogic (R) HMP - Press F1 for help

Welcome to the Dialogic (R) Host Media
Processing (HMP) Software Release 3.0 Service
Update 218 setup

This program wil install Dialogic () Host Media
Processing [HMP) Sofuware Release 3.0 Service Update
218, Before running setup, please exit &l programs and
ensure that TCP ports 1719, 1720, 5060, 12002, 12003,
12004, 20000, and 20007 are avalsble. For more
information, press F1. To continue, click Next
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Dialogic (R) HMP - Press F1 for help
Choose Destination Location
Select folder where setup wil install files.

Setup will intall Dialogic (R Host Media Processing (HMP) Software Fielease 3.0 Service:
Update 212 in the following folder

Tavinstal to this folder, click Next. Toinstall to a different folder, click Browse and select
another folder

Deestination Folder

C:\Program Filesh DialagicHMP

Browse

Dialogic (R) HMP - Press F1 for help
Select Features
Select the features setup wil instal,

Select the features pou want to install. and deselect the features you do not want to install

[)Development Package (SDK] Description

Alicense package with some
FLEXnet components used as

pat of the HMP saftuare

vity Runfime Package et

0
[ Demos
7] 5MMP Component Hanager

71.55MB of space required on the C dive
1486.25 MB of space available on the C drive

T |




| The following third party softuare wil be instalied:
\-/ Toma Orbacus Version 4.0.5

TclTk version 8.3.4

Rerces XML Yersion 1.1

1CU Support Libraries Version 1,4.0

FLEnet Publisher Licensing Tookit v10.1,3

Red Hak Cygnin version 1.3.6

Microscft MFC[Other Redistributables Yersion 6.2

by autorun.exz). ¥

titould you like to continue with the installation?

For mate information about third party software, refer ta the Installstion Guide. Vou can view the Instat=tion Guide by clicking View User Documentation on the HYP navigation screen (which i started

Dial
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Step 5. The Program Group Folder
displays the Program Folder that
will be created. Leave the default
setting as it appears. Click the Nex{]
button to proceed.

logic (R} HMP - Press F1 for help

elect Pragram Folder
Please select s program folder.

Setup will add program icans te the Progiam Folder isted below, Yiou may type a new folder
name. or select one from the existing folders list. Click Nest to continue.

Progiam Folder

Ejisting Folders:

Admiristrative Tools

Borland C++Builder B

<Back | New> Cancel

Step 6. The Start Copying Files
window will display the Current
Settings. Click the Next button to
proceed.

Dialogic (R) HMP - Press F1 for help
Start Copying Files

Review settings before copying fies

Setup has enough information to start copying the program fles. |f you want to review o
change any settings, click Back. If you are satisfied wih the settings. click Next to begin
copying flles:

Current Settings:
Components Selected:

- Core Rluntime Package
- License Package

Installation Directory: C:\Program Files\DialogictHMF:
Program Group: Dislogic HMP
Total Size: 73272K

< Back Hewt> Cancel

Inst,

Step 7. The Setup Status will indi-
cate the progress of the install.

f

alling Software

Setup Status

Dislogic [R) Host Media Processing (HMP) Software Release 3.0 Service Updale 218 is
conliguing your new softwar installation.

Instaling

C:\Program Files\Dialogic\HMPYibhrsip. il

g Installing driver. Pleass wait




Step 8 When this screen
appears, press any key to run

the utility.

Step 9 When this screen
appears, press the OK button

to reboot.

search your disk for Intel Dialogic files and delete
og files can be located in any directory and

The utility will
so please be patient

them when Foun

d. Some 1
the search for the:

se Files may take several minutes,

READ AND UNDERSTAND THE FOLLOWING WARNINGS

BEFORE USING THIS UTILITY
ALl Intel Dialogic softwsre must be uninstalled and the system rebooted
before running this utility
Running this utility on a
softuare will render such software inoperable.

All files and directories under the "F:\Program Files\Intel\HHP" directory

hierarchy will be deleted
If Windows or the Intel Dialogic Software was installed in a directory
other than the default, then the definitions at the top of this utility

be modified before it is run

tem which has installed Intel Dialogic

n

To abort execution of this utility, press Control-C now

Otheruise to run the utility
Press any key to continue

Dialogic (R) HMP - Press F1 for, help

Setup Complete

Setup has finished instaling Dislogic (R] Host Media
Processing [HMF] Software Release 3.0 Service Update 218
o poUr computer. 'You must restart paur computer ta complete
therinstallation. IF you want to restart later or close ather
progras fist, then restart your computer manuall.

(@ es, T wiart 1o restan oy compuier nows
© Mo, 1 will restart my computer later

Fiemove any disks from their diives. and then click Finish to
complete setup.

Finish




D. CONFIGURE DIALOGIC HOST MEDIA PROCESSING

Step 1. After you computer has
restarted, open the Configuration
Manager. Click Start All Pro-
grams Dialogic HMP  Con-
figuration Manager - DCM. Pro-
ceed to the next step.

%2 Windows Security Alert

Step 2. Windows XP has built in
security that may prompt you to
acknowledge that the program you
are attempting to start is safe. If thig
window appears, click the UN-
BLOCK button so that DCM will
run in this and future occurrences.

P
iJ start

B Dialogic HMP ™ Corfiguration Manager - BCH
| Docshutte »
PR B () Dragon NaturallySpeaking 9.0 »
@) =shuttle
@) Ethereal

I ) Express Talk
) &) ames

PR HYP License Manager

3

@) 7o help protect your computer, Windows Firewall has blacked
some features of this program.
Do you want to keep blocking this program?

Hame:  DCM (Dialogic (R) Configuration Manager] main progra

PBublisher: Dialogic [R) Corporation

KeepBlocking | [ Urblock | [ sk Me Later

Windows Firewall has blocked this program from accepling cornections from the
Internet or a netwark. If you recognize the program or st the publisher, you can
unblock it. ¥hen should | unblock & program?

Step 3. The Computer Name win-
dow appears. Leave the default
setting for Local. Click the Connect
button.

EEmMPULERIN e

Select Computer

@ Local [BSCRIBEIG

" Remote |

Bl

00

Cancel

Step 4. The Intel Dialogic Configu-
ration Manager should appear show{
ing one board detected. At this

%lapsed. 00 00
L] Diw

File. % Device System Settings Help

point the drivers for the board have
not been started so the board icon
appears with a red square. To start
the voice board drivers, click the
green arrow button as shown.

C ed

- ¥ Bridge Devices
o Bridge-0

I DM3

I HMP_Soiftware #0 in slot 0/65535 < ]
=% TDM Bus

o0 Bus0

System statuz : Stopped




Step 5 |f the V0|Ce board Started = Dialogic (R} product Configuration Manager |;”:|E|
COI’I’ecﬂy in the previous Step, File View Device System BERdp==M Help

configure the settings to restart
automatically after reboot. Click

=-#% Bridge Devices

“Settings  System/Device g o
autostart Start System"_ [ %hzlglijnﬂwale 0 in slot 0/65535

o Bus-0

NOW PROCEED TO INSTALL-
ING THE ORATOR SOFT-
WARE.

System status : Fiunning

After detection, start the systemdevics sutomatically

IMPORTANT - If the board and
drivers have been successfully
installed, the green arrow will
appear in the voice board icon as
shown to the right, and System
Status will indicate “Running”.

IF THE GREEN ARROW DOES
NOT APPEAR IN THE BOARD,
DO NOT PROCEED. TROU-
BLESHOOT THE INSTALLA-
TION PROCESS UNTIL THE
VOICE BOARD IS STARTED.

<=



E. INSTALL BYTESCRIBE ORATOR DICTATION SOFTWARE

Step 1. Insert the Orator Dictation
Software CD back into the CD drive
of the computer. The following
Orator Dictation Installation screen
should appear. Click the “Step 2:
Install Orator Dictation Software”
button.

Note: DO NOT INSERT THE USB
DONGLE UNTIL AFTER IN-
STALLATION OF THE ORATOR
SOFTWARE

Step 2. The Orator Dictation Sys-
tem - InstallShield Wizard appears.
Click the Next button to proceed.

Step 3. Enter your name and com-
pany name into the Customer Infor-
mation window. Click the Next
button to proceed.

E

&W



Step 4. Verify the Destination
Folder. Click the Next button to
proceed.

Step 5. Verify the Current Settings.
Click the Install button to proceed.

Step 6. Click the Finish button.

The install program should have
created a shortcut to the Orator Dic-
tation software on your desktop.

w

YOU CAN NOW INSERT THE USB DONGLE. IF THE “FOUND BW
HARDWARE WIZARD” APPEARS, FOLLOW THE PROMPTS OF THE
WIZARD TO INSTALL THE DONGLE. IN SOME CASES, YOU MY
NEED TO REBOOT THE COMPUTER TO FINISH INSTALLATION-
PROMPTED.

10



F. CONFIGURE ORATOR DICTATION SOFTWARE

Step 1. Double click the Orator
Dictation System shortcut lo-
cated on your desktop.

Step 2. The Orator Dictation V
System window should appear.

Four channels should appear in

the window. To set up users in

the system, click the Users but-

ton as shown.

Step 3. In order for dictators to &"
begin calling and dictating on

the system, each user must be

entered in the system. Click the

Add User button as shown.

Step 4. Create a user profile

for each user that will be calling
the system. Each user must be
given a name and user ID. The
other fields are optional. Once
all users have been entered,
close the Add New User win-
dow and close the Orator Users
window.

11
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Step 5. Callers can now call ﬁ:«"’
the system and dictate. To

test the system, call the sys-

tem and record some test

dictation files. Then click the
Dictation Browser button to

view the voice files.

Step 6. Voice files will ap-
pear in the Dictation Browser
window. To listen to the
voice files, double-click on a
file in the Dictation Browser
window. The WavPlayer will
appear and the file play
through the computer speak-
ers.

Step 7. The WavPlayer will
appear and the file play
through the computer speak-
ers.

Step 8. The setup and configuration of the Orator is comepléNow review
the following page that discusses options for @iiof voice files to the tran-
scriptionists.

12



Stage Il. Exporting Files from the Orator Dictation Computer
A. Determine the Network Topology

A program called the Bytescribe Export Utility isad to convert and export
files from the Orator dictation system into a fotrtiat is suitable for Internet
transfer. Once files are converted and exportg@dpgram called DocShuttle
Administrator (sold separately) is used to enceypd upload files to an Inter-
net FTP site. The type of network configuratiofi determine onto which
computer the Export Utility and DocShuttle shouidibstalled. Below are
diagrams showing two different network topologiesattcan be used when ex-
porting files to the Internet.

Since the Orator dictation computer plays a ctitioke, we recommend dedi-
cating the dictation computer to only one task —erdmg dictation. If the
Orator system is configured as a dedicated dictat@mputer, it should run for
years with minimal maintenance and support. Téy®logy can be configured
without giving the Orator computer direct accesthInternet. This will
minimize potential Internet threats such as viruses these reasons, we
recommend the two computer networking topology showin the diagram
below to the left. This topology does require an additional computer a
some knowledge of networking.

All programs necessary for exporting files candseded on a single computer,

as shown in the diagram below to the right. Tofotogy requires the dicta-
tion computer to run several programs and haved#ecess to the Internet.

13



B. Install the Bytescribe Export Utility

Determine which computer will run the BytescribepBrt Utility from the
preceding page. Download the Export Utility inksttbn program by visiting
the web page below and clicking the download link.

http://www.bytescribe.com/products/support/expdnt.h

Once you have downloaded the installation file, theninstallation program
and follow the steps outlined below.

Step 1. When downloading from

the web site, you may be prompted
to enter a password. Enter the pass-
word below:

040300

Click the Next button to proceed.

Step 2. The Bytescribe Export Util-
ity - InstallShield Wizard appears.
Click the Next button to proceed.

Step 3. Enter your name and com-
pany name into the Customer Infor-
mation window. Click the Next
button to proceed.

&W
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Step 4. Verify the Destination
Folder. Click the Next button to
proceed.

Step 5. Verify the Current Settings.
Click the Install button to proceed.

Step 6. Click the Finish button.

The install program should have
created a shortcut to the Export Util-
ity software on your desktop.

Step 7. If the Export Utility is not
already running from the previous
step, double-click the Bytescribe
Export Utility shortcut located on
your desktop.

15
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C. Configure the Bytescribe &‘ g
Export Utility

Step 1. The Bytescribe Export
Utility window appears. Click the
Directories button to configure
the input and output directories.

Step 2. Enter the correct path to

the input and output directories. L

The input directory is where voice

files are stored on the Orator dic-

tation computer. The output di-

rectory is converted .wav files

will be deposited. Click the Save g
button to proceed. V

Note: If you will be using DocShuttle Administratim manage files over the
Internet, you do not need to change the outputttirees since DocShuttle will
use the default settings. Usually, only the dheteer of the input directories
needs to be changed. The input directories artottiers where voice files are
recorded from the Orator dictation software.

Step 3. If you recorded some test &“
files on the Orator computer (see

Step 30) and if you configured the
directories in the previous step
correctly, voice files should now
appear in the Export Utility win-

dow. Click the Convert All Files

button to begin the conversion

process.

Step 4. The Conversion Progress
window appears. Converted .wav
files will be sent to the output
directory specified in Step 42.

16



Step 5. Return to the main
Bytescribe Export Utility window
and click the Options button.

Step 6. In the Options window,
you can configure the Export Util-
ity to convert on a regular sched-
uled basis. To enable scheduling,
click the Scheduled Timer On
checkbox and set the desired time
interval. Click the OK button.

17
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Stage lll. Managing Files over the Internet
A. Install DocShuttle Administrator Software

DocShulttle Internet Transcription Software (solgasately) is suite of soft-
ware products used to manage workflow of voicetamtfiles on an FTP site.
DocShulttle allows automatic uploading of voicediend text documents,
complete tracking and management, secure encrygiahintegration with
dictation systems and handheld recorders. Dod8hdiministrator module
will upload voice files that have been exportedhy Bytescribe Export Util-
ity. Follow the steps below to install and configuiDocShuttle Administrator.

Step 1. Install the DocShuttle Ad-

ministrator software on the same

computer as the Bytescribe Export

Utility. Insert the DocShuttle Ad-

ministrator CD into the CD drive or

download the program from the

Bytescribe web site. Once the Wel-

come to Setup window appears,

click the Next button. g,:,,»

Step 2. Enter your name and com-
pany name into the Customer Infor-
mation window. Click the Next
button to proceed.

Step 3. Verify the Destination
Folder. Note that the default instal-
lation folder is the same as the de-
fault output directory of the Export
Utility in Step 42. Click the Next
button to proceed.

18



Step 4. Click the Finish button.
The install program should have
created a shortcut to DocShuttle
Administrator on your desktop.

Step 5. If the DocShuttle Adminis-
trator is not already running from
the previous step, double-click the
DocShuttle Administrator shortcut
located on your desktop.

B. Configure DocShuttle Admin-
istrator Software

Step 6. The DocShuttle Adminis-
trator appears. If some test files

&W

&W

were successfully converted in Step
44, the files will appear in the lower
pane of the DocShuttle Administra-

tor window. Click the Settings but-

ton to check the connection settings.

Step 7. Enter the host address, user
name and password for the FTP site

you are using. Also enter a 4-digit

ID in the User’s 4-digit ID field.
Click the OK button to proceed.

19



Step 8. Click the Connect button. g’;""
If the connection settings are correct

from the previous step, you will

connect to the FTP site.

Step 9. If you are connecting to an
FTP site for the first time, you will
need to create the storage folders on
the site. To do this, click the Tools |
Create Folders on FTP Site menu
option.

&W

C. Upload Voice Files to FTP Site ﬁ:‘w

Step 10. Once you are connected
and folders have been created, you
can begin to upload voice files from
the lower pane. Click the Upload
All Files button.

Step 11. As files are uploaded, the
Transfer Progress window appears.

Step 12. Once you are familiar with the upload process, gan schedule files
to upload automatically. Click the Tools Settings menu option and click the
Local Tab. Select the Schedule Uploads checkbdxsanhthe desired time
interval.

20



The Orator VolP Dictation Soft-
ware is an affordable do-it-
yourself dictation kit. Transcrip-
tion companies and medical fa-
cilities can build their own reli-
able dictation servers for a frac-
tion of the cost. Orator software
has been used for years in dicta-
tion servers built by Bytescribe.

The Orator VolP Dictation Soft-
ware comes with simple docu-
mentation for installation and
configuration. Install the Orator
VolIP Dictation Software on a
Windows based computer to
build your own dictation server.

This Quick Start Guide will guide
you through the process of install-
ing the Orator VolP Dictation Soft-
ware and configuring your com-
puter to send files over the Inter-
net.

Bytescribe also offers a line of af-
fordable dictation and transcrip-
tion products. If you are interested
in finding out about our other
products, please visit our website at
www.bytescribe.com

Thank you for purchasing the Ora-
tor VolP Dictation Software by
Bytescribe!

Bytescribe, Inc.
3603 Pine Lane, SE, Suite C
Bessemer, AL 35022
(408)987-5628
http://www.bytescribe.com



